
150 8* 14244 22 17 23,5 8,4 34 79 35 16,40 25 14644
10 14245 10,5 34 79 16,46 25 14645
12 14246 13 34 78,5 16,53 25 14646
14* 14294 15 34 78 16,49 25 14694
16 14247 17 34 78 16,35 25 14647
20 14248 21 38 78 16,34 25 14648 

185 8* 14288 25 19 25,5 8,4 37 83 40 18,50 25 14688
10 14249 10,5 37 83 18,50 25 14649
12 14250 13 37 82,5 18,95 25 14650
14* 14295 15 37 82 18,96 25 14695
16 14251 17 37 82 19,41 25 14651
20 14252 21 40 83 19,01 25 14652 

240 10* 14254 28 21,5 29 10,5 42 92 40 27,10 20 14654
12 14255 13 42,5 92 26,65 20 14655
14* 14287 15 42,5 92 26,73 20 14687
16 14256 17 42,5 92 27,45 20 14656
20 14257 21 45 92 27,67 20 14657 

300 10* 14259 32 24,5 32 10,548,5 104 50 34,80 10 14659
12* 14260 13 48,5 104 34,50 10 14660
14* 14291 15 48,5 104 34,60 10 14691
16 14261 17 48,5 100 34,16 10 14661
20 14262 21 48,5 100 34,46 10 14662 
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Tubular compression cable lugs 150 – 300 mm2, DIN 46235
material: Cu according to DIN EN 13600
surface: tin plated or optionally uncoated

cross section
mm2

flat hole 
M

art.-no.
tin plated

die
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool 
recommendationd1 d3 d2 b l a

* not standardized,
tube measurements in
accordance with DIN 46235
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400 10* 14263 38 27,5 38,5 10,5 55 117 70 71,55 5 14663
12* 14264 13 55 117 71,70 5 14664
14* 14296 15 55 117 71,98 5 14696
16 14265 17 55 117 71,75 5 14665
20 14266 21 55 117 70,64 5 14666 

500 12* 14269 42 31 42 13 60 130 70 86,92 5 14669
14* 14289 15 60 130 87,50 5 14689
16* 14270 17 60 130 88,90 5 14670
20 14271 21 60 130 87,66 5 14671 

625 12* 14273 44 34,5 44 13 63 135 80 84,27 5 14673
14* 14274 15 63 135 83,89 5 14674
16* 14275 17 63 135 82,05 5 14675
20 14276 21 63 135 82,05 5 14676 

800 14* 14279 52 40 52 15 75 165 100 148,60 2 14679 
16* 14280 17 75 165 149,42 2 14680
20 14281 21 75 165 145,55 2 14681 

1000 16* 14297 58 44 58 17 83 167 100 193,70 2 14697
20 14286 21 83 167 189,00 2 14686

H
PW

 18  168

Tubular compression cable lugs 400 – 1000 mm2, DIN 46235
material: Cu-HCP according to DIN EN 13600
surface: tin plated or optionally uncoated

cross section 
mm2

flat hole 
M

art.-no.
tin plated

die 
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool 
recommendationd1 d3 d2 b l a

* not standardized,
tube measurements in
accordance with DIN 46235


